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WHICH SAFETY CLASS?

GOOD TO KNOW

We talk about class I devices when a luminaire uses a ground  
connection to protect the end user from electric shocks and  
possible adverse effects.

A class II or an electrical double insulated luminaire, is designed  
in such a way that the ground connection is not required.

Electrical appliances comply with the class III standard when they use a SELV 
(separate or Safety Extra-Low Voltage) power source. The power generated 
by a SELV power source is low enough to prevent hazardous effects in case 
of electrical shocks.

RETIREMENT HOME SUNNEMATTE | ARCHITECT SCHÖPFER + WIDMER BAUPLANUNG | T&P TROXLER&PARTNER AG 
ESCHOLZMATT | SWITZERLAND
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 LED 8W | 220-240VAC  | 50-60Hz  LED 8W | 220-240VAC  | 50-60Hz
 PCB 3-step | incl. PS | phase-cut dim  PCB 3-step | incl. PS | phase-cut dim 
 aluminium powder coated  aluminium powder coated 

 0.80kg  IP65   

 ALWAYS USE  ALWAYS USE 

         code 
     base 400              910052D0 
     base 600              910054D0 
     base 800              910058D0 

         code 
     base 400              910052D0 
     base 600              910054D0 
     base 800              910058D0 

 OPTIONAL  OPTIONAL 

OUTDOOR 
FLOOR SURFACE 

         code 
             717574D_ 

         code 
     ground spike                90013101 

         code 
     ground spike                90013101 
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 0.80kg  IP65   

         code 
             717674D_ 

opal glass clear glass

 GETTON 

p. 635

    LIGHT COLOUR    lumen    |    cri      code 
 3000K   665   |    >80     4

    LIGHT COLOUR    lumen    |    cri      code 
 3000K   720   |    >80     4

668 — 669
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 1.0  2.0 

 LED 7W | 220-240VAC  | 50/60Hz  LED 7W | 220-240VAC  | 50/60Hz
 COB 3-step |  aluminium powder   COB 3-step |  aluminium powder
coated  | 2.0m cable coated  | 2.0m cable

 0.5 kg  IP65    135°

 38° 

 0.49 kg  IP65      135°

 38° 

         code 
            737157D_
          737157Y_

         code 
            737267D_
          737267Y_

 STIPO

 OPTIONAL  OPTIONAL  OPTIONAL  OPTIONAL 

         code 
     ground spike            90013106 

         code 
     ground spike            90013106 

         code 
     ground spike            90013106 

         code 
     ground spike            90013106 

 3.0  4.0 

 LED 7W | 220-240VAC  | 50/60Hz  LED 7W | 220-240VAC  | 50/60Hz
 COB 3-step |  aluminium powder   COB 3-step |  aluminium powder
coated  | 2.0m cable  coated  | 2.0m cable

 0.5kg  IP65    135°

 38° 

 0.49 kg  IP65      135°

 38° 

         code 
            737357D_
          737357Y_

         code 
            737467D_
          737467Y_

 ALWAYS USE 

 pole 200 excl. spike
         code 

            910062D0
          910062Y0

pole 400 excl. spike
            910064D0
           910064Y0 

pole 600 excl. spike
             910066D0 
           910066Y0 

pole 800 excl. spike
             910068D0 
           910068Y0 

OUTDOOR
FLOOR PROJECTOR 

    LIGHT COLOUR    lumen    |    cri      code 
 3000K   460   |    >80     4

    LIGHT COLOUR    lumen    |    cri      code 
 3000K   460   |    >80     4

    LIGHT COLOUR    lumen    |    cri      code 
 3000K   460   |    >80     4

    LIGHT COLOUR    lumen    |    cri      code 
 3000K   460   |    >80     4

SHOWROOM | CHILLOUT AREA GRAZ | AUSTRIA

 ALWAYS USE 

 pole 200 excl. spike
         code 

            910062D0
          910062Y0

pole 400 excl. spike
            910064D0
           910064Y0 

pole 600 excl. spike
             910066D0 
           910066Y0 

pole 800 excl. spike
             910068D0 
           910068Y0 
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 LED 4/5W | 500/700mA  | 6Vf
 PCB 3-step | excl. power supply  PCB 3-step | excl. power supply  PCB 3-step | excl. power supply 
 aluminium powder coated
lacquered 

 aluminium powder coated
lacquered 

 aluminium powder coated
lacquered 

 70  x158        50  2  -18 

 OPTIONAL 
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 LED 4/5W | 500/700mA  | 6Vf

 0.31kg  IP20   

 70  x258        50  2  -18 

 OPTIONAL 
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 5.0 

 LED 4/5W | 500/700mA  | 6Vf

 0.45kg  IP20   

 70  x458        50  2  -18 

 OPTIONAL 

 WALL RECESSED 

 ALWAYS USE  ALWAYS USE  ALWAYS USE 

 more power supplies on page 695  more power supplies on page 695  more power supplies on page 695

power supply
         code 
 500mA   | 6W            90214201 
 700mA   | 6W            90215203 

power supply
         code 
 500mA   | 6W        90214201 
 700mA   | 6W        90215203 

power supply
         code 
 500mA   | 6W        90214201 
 700mA   | 6W        90215203 

         code 
         323271W_ 
       323271X_ 
             323271S_ 
             323271K_ 

         code 
         323371W_ 
       323371X_ 
             323371S_ 
             323371K_ 

         code 
         323671W_ 
       323671X_ 
             323671S_ 

 THEMIS 

    LIGHT COLOUR    lumen    |    cri      code 
 2700K    230/320    |    >80      2 
 3000K   260/350   |    >80      4 

    LIGHT COLOUR    lumen    |    cri      code 
 2700K    230/320    |    >80      2 
 3000K   260/350   |    >80      4 

    LIGHT COLOUR    lumen    |    cri      code 
 2700K    230/320    |    >80      2 
 3000K   260/350   |    >80      4 

HOTEL CLARION AIRPORT | INTERIOR ARCHITECT PUROPLAN OY HELSINKI | FINLAND

 recessed housing and plasterkit 
on page 708

 recessed housing and plasterkit 
on page 708

 recessed housing and plasterkit 
on page 708

 0.24kg  IP20   

482 — 483

You can find this in the Wever & Ducré catalogue (red box on the examples below):


